UPM ProFi® Deck Range

UPM ProFi Deck 150, UPM ProFi Terra 127, UPM ProFi Patio

Installation Instructions/Verlegeanleitung/
Instructions de montage/Installatie-instructies/Asennusohje/Installationsanvisningar
**THERMAL EXPANSION**

- ± 0.004 % per 1 °C
- e.g. 40 °C change in temperature = 4 mm expansion/contraction in 4 m board

**INCLINATION**

- ≤ 20 °C
- > 20 °C
- 3 mm expansion
- 2 mm no gap

**TOOLS**

- min. 25 mm
- 4 mm
- 4x40 mm (for Alu Support Rails)
- (for direct fixing on Alu Support Rails)

**ADDITIONAL INFORMATION**

- Screws
- Data Sheet

**TECHNICAL DATA SHEET**

- PEFC/02-31-173
- Advanced recycled raw material

**QUALIFICATIONS**

- LOW MAINTENANCE
- DURABLE & UV RESISTANT
- HARD WEARING
- 0% INCLINATION
- SPLINTER FREE & WARM TO TOUCH
- HIGH FRICTION SURFACE
- QUICK TO INSTALL
- EASY TO WORK
- HELPING THE ENVIRONMENT

**INSTALLATION**

- Additional Information
- Screws Data Sheet
- Technical Data Sheet

**CE Mark**
MEASURES

UPM ProFi Deck 150
- 150 mm
- 68 mm
- 110 mm

UPM ProFi Patio
- 120 mm
- 28 mm

UPM ProFi Terra 127
- 127.5 mm
- 28 mm

UPM ProFi Deck 150
- 28 mm
- 150 mm
- 68 mm
- 110 mm

UPM ProFi Deck 150
- 11 mm
- 0 mm
- 12 mm

UPM ProFi Deck 150
- 22 mm
- 45 mm
- 63 mm
**JOIST SPACING (a)**

<table>
<thead>
<tr>
<th></th>
<th>ProFi Deck 150</th>
<th>Terra 127</th>
<th>Patio</th>
</tr>
</thead>
<tbody>
<tr>
<td>Residential</td>
<td>40 cm</td>
<td>35 cm</td>
<td>35 cm</td>
</tr>
<tr>
<td>Commercial</td>
<td>40 cm</td>
<td></td>
<td>30 cm</td>
</tr>
</tbody>
</table>

- **T-CLIP Small**
- **T-CLIP Large**

**DESIGN START CLIP**

1. 1x in the middle of each board

~L/2 ~L/2

3 mm

≤ 400 mm* ≤ 400 mm* ≤ 400 mm* ≤ 400 mm*
Hint:
Alu Rail installation only for Deck 1.50.
For Patio and Terra: No installation with Alu rail.

1. 1x in the middle of each board

≤ 400 mm*  ≤ 400 mm*  ≤ 400 mm*  ≤ 400 mm*

3 mm

VENTILATION

L/2 ~ L/2
UPM PROFI DECK 150
STAIRS

1 x in the middle of each board

156 mm
312 mm
156 mm
312 mm
128 mm

82 mm