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Description This single sided tape consists of a waterproof PE coated cloth carrier coated on one side
with a natural rubber adhesive.

Product properties It has good resistance to water and a good low temperature performance. It is strong,
flexible and conformable and has an agresive adhesion on smooth and rough surfaces.

Applications It is an economical tape used for general-purpose applications, such as sealing, bundling,
masking and protecting. Specific applications is the bundling of PE waiste bags and heavy-
box sealing.

Storage and ageing 2 years shelf life whilst stored in original packaging and ambient room temperature. Keep
out of direct sunlight.

Applying tips All substrates should be clean and contamination free, a solvent such as Isopropyl-Alcohol
is recommended for cleaning purposes, and the tape should be applied with pressure.

Additional technical Low VOC content; <1g/L

properties

TECHNICAL DATA

Carrier Cloth/PE coated

Adhesive Rubber

Color Silver Grey, Black

Thickness total 0.229 mm 9.016 Mils

Adhesion on SS 19 N/25mm 4.34 Lbs/inch

Tensile strength length 105 N/25mm 23.98 Lbs/inch

Service temperature Between 4 and 93 °C Between 39.2 and 199.4 °F

Disclaimer: Values shown in this document are averages only. For legal reasons, we emphasize that the information on this data is available "as is" and that Stokvis
Tapes, anlTW company, gives no guarantees with respect to the accuracy and completeness nor with respect to interpretations made on the basis of this information.
See our applicable delivery conditions. Each user should conduct his own tests to determine the suitability of the product for his intended use and shall assume all risks
andliability in connection therewith. Stokvis Tapes cannot be held liable for any damages resulting from the unsuitability of the product. Many factors beyond the control
of StokvisTapes may affect the use and performance of the product in a particular application, including the conditions under which the product is used and the time
and environmentalconditions in which the product is expected to perform. Since these factors are uniquely within the user's knowledge and control, it is essential that
the user evaluates theStokvis Tapes product to determine whether it is fit for a particular purpose and suitable for the user's method of application.The information is
available to the user for viewing, copying and distributing, provided that Stokvis Tapes, an ITW company, is always quoted as the source. The information isintended
solely for informationaland non-commercial use.Intellectual property: Stokvis Tapes, an ITW company, reserves all rights regarding this document and the information
contained herein. Reproduction, use or disclosure to thirdparties without express permission is strictly forbidden.
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