Pielietojums

ESSVE montazas skraves un urbi paredzétas
skaidu materialu piestiprinas$anai pie térauda

karkasa.

Urbsanas spé&ja 0,7-2,0 mm.

Apraksts

Pieejamas ari ar CorrSeal parklajumu
izmanto$anai arpus telpam. Philips krustveida

galvina Ph2.

Montaza

leteicamais apgriezienu skaits: 400-1200 ap-

gr./min.

Skraves izgatavotas no radita térauda, spidigi
cinkotas, lakotas, melna vai balta krasa.

Tehniskie parametri

Materials

Virsmas apstrade
Korozijizturibas klase C1

Montazas skruves ar urbi, spidigi cinkotas

ESSBOX

Spidigi cinkota

Rudits térauds SAE

C1022
Spidigi cinkota 5um

Izmérs

dk x L mm

Lakota
Ridits terauds SAE C1022 Rudits térauds SAE

Virsmas apstrade ar ESSVE CorrSeal

SITAC

CorrSeal parklajums ESSVE CorrSeal virsmas apstradei ir Si-
TAC tipveida sertifikats nr. 0075/05.

C1022

Lakota balta vai melna krasa CorrSeal

C1-C2

Uzgalis
nr.

c4

562313
562113
562316
562319
562125
562133

4,2 x 13
42 x 13
4,2 x 16
4,2 x 19
4,2 x 25
4,2 x 32

Mazais iepakojums

Izmérs

11,0
11,0
11,0
11,0
11,0
11,0

13,0
13,0
16,0
19,0
25,0
32,0

PH2
PH2
PH2
PH2
PH2
PH2

Uzgalis

| 14566

ESSBOX

1zmers

202 250 12

204 1000 6

202 250 12

202 250 12

304 1000 4

304 800 4

U r13_§anas

513327
513328

42 %13
42 x 25

11,0
11,0

13,0
25,0

nr.
Ph2
Ph2
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