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Area of Application
ESSVE self drilling screw designed for joining 
two or more sheets or installing sheets on 
thinner sections indoors.

Description
The screw is produced in hardened carbon 
steel with bright zinc plated surface treatment. 

It is equipped with hex head and Philips 
crosshead Ph2. The screw is self drilling and 
tapping.

Installation
Recommended rpm: 1400-2500/min

Specification

Self-drilling screw with hex head and Ph2 slot, bright zinc 
plated
ESSBOX

Small package

Material Hardened steel SAE C1022
Surface treatment Bright zinc plated 5 μm
Corrosion categories C1
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Item no.

Dimension
dk× L mm Drill
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B = Max
grip length 
mm

Key width 
mm

Bit
no

ESSBOX 
size

Qty/
pack.

Pack./
large
pack.

62501 3,5 × 9,5 1,0-2,25 5,5 1/4 PH2 203 1000 8
62502 3,5 × 13 1,0-2,25 9,0 1/4 PH2 203 1000 8
62511 4,2 × 13 1,0-2,75 8,0 1/4 PH2 204 1000 6
62512 4,2 × 16 1,0-2,75 11,0 1/4 PH2 204 1000 6
62513 4,2 × 19 1,0-2,75 14,0 1/4 PH2 204 1000 6
62515 4,2 × 25 1,0-2,75 20,0 1/4 PH2 304 1000 4
62522 4,8 × 16 1,0-4,3 10,0 8 PH2 304 1000 4
62523 4,8 × 19 1,0-4,3 13,0 8 PH2 204 500 6
62525 4,8 × 25 1,0-4,3 19,0 8 PH2 204 500 6
62526 4,8 × 32 1,0-4,3 26,0 8 PH2 304 500 4
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513360 4,2 × 13 1,0-2,75 8,0 1/4 50


